REKGE. . @ m‘ cut
" AN i ‘( 1f|x

1\ > Dook o/.g?ecorc{s

Natienal Record

Indo Spark Construction Services, Kolhapur, Maharashtra,
headed by Sandeep Ingale, organised the fastest rebar fixing
event in which six workers successfully fixed 1,021 TMT
bars of 8x100 mm on a concrete cube in 38 min 52 sec
from 7.32 pm to 8.11 pm on May 28, 2015. The team of
workers included Balaso Tukaram Bidkar, Deepak Dewba
Gawkar, Mukesh Madyappa Sutar, Ramesh Basappa Reddi,

Parshuram Ningappa Biradar and Sardar Ganpati Desai.
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About Indo Spark Construction Services:

= Specializes in vibration free concrete cutting and fixing rebars & anchors in civil structures
* Based in Kolhapur, Maharashtra

* Qver 45+ years of experience

* Led by Mr. Sandeep Ingale

= Are dedicated team of professionals

» Expertise in concrete, brick masonry, rock, and underwater structures

Notable achievement

= Fastest rebar fixing event in May 2015
= Six workers fixed 1,021 TMT bars of 8 X 100 mm on a concrete cube
= Completed in 38 minutes and 52 seconds

Customer Experience
= Installed over 6000+ no's of foundation bolt for specialized machinery in BARC, Mysuru.
* |nstalled railway electrification masks on bridges for KEC International.
* Installed transmission tower foundation bolts for BHEL, Patratu (Power Grid Corporation Ltd.)
= Rock anchoring undertaken for many construction projects in and around Pune.
= Successfully completed core cutting & concrete wire sawing projects at different JSW units
during shut down.

Services offered Key Highlights and Expertise
= Anchor Bolt Fixing = Extensive expertise in cutting and fixing for 30+ years
= Bar Fixing * Proficiency in concrete drilling and cutting
= Concrete Demolition = Diamond drilling, sawing, and controlled demolition work
= Core Cutting = Skilled operators with cutting-edge equipment
= Diamond Floor Sawing = Nationwide services available
* Diamond Wall Sawing = Prompt and accurate execution of contracts
= Diamond Wire Sawing = Commitment to excellence and personalized solutions

= Hydraulic Concrete Crusher
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Rebaring Work

Indo Spark Construction Services also specializes in undertaking Dowel Bar Fixing Work for our
clients. Our expertise lies in installing dowel bars for extension purposes, utilizing imported
hi-tech chemicals to ensure the existing beam and column remain intact without any damage.
We have the capability to install dowel bars in both brick masonry and concrete structures.
Additionally, we offer our services for both dry and wet surfaces, providing flexibility in various
project environments.

In addition to Dowel Bar Fixing, Indo Spark Construction Services offers Anchor Bolt Fixing
services to our clients. Our bolt fixing services require meticulous attention to detail and the use
of appropriate tools. We ensure that the bolts are securely fixed directly on the top corner pieces,
and for minor lateral adjustments, threaded rods are hung from the ceiling and adjusted using
brackets provided alongside.

We are a nationwide company and we are looking for queries from all over India. Our
key features include:

Key Features
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= Dowel Bar Fixing. [8mm to 32mm] = Tower Foundation Bolt Fixing
= Foundation Bolt Fixing = Experience in all types of civil structure
= MS Plate Bolt Fixing * Wood & Aluminum frame Fixing
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Pull Out Testing

® Pull out test establishes the strength or the resistance of an anchor to withstand a tensile (Pull out) Load.

= Pull out test is carried out for both Mechanical and Chemical anchors and also for rebars.

= Indo Spark has capacity to undertake pull out tests from Dia 8mm to Dia 40mm bar and stud.

= The test unit could be either KN or TON. We have equipment to do a pull out test of up to 75 ton load on site.

= Pull out test is carried out using an hydraulic equipment with provision to hold and exert a tensile load to try and extract
the rebar/ stud from its anchored position.

= Pull out test is either done to establish the performance of anchor for a recommended load or to decide on ultimate load
value at which the substrate or the bonding of the anchor starts to fail.

= This a pull out test establishes the quality of anchoring and suitability of the base material for a pre determined load.

= Indo Spark uses calibrated gauges and equipment to carry out pull out tests.

Pull Out Testing Procedure
= Testis conducted on customer site, in the presence of customer/ consultant.
= |SCS have personnel trained in doing Pull out tests and only trained persons are sent for pull out test.
= No of anchors to be tested and the load at which pull out test is to be carried out, is as decided by the customer.

INDO SPARK CONSTRUCTION SERVICES

= On completion, a test report with result Data filled in and co-signed both by the customer and the ISCS person carrying
out the test is prepared and handed over.

ISCS Advantage

= Trained Personnel

= Calibrated equipment

= NABL calibration certified dial gauges

= Tests on site at customer Location

= Establishes the strength of anchor at a particular load
= Establishes the structural strength of

Base material or the anchoring system
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Design App : Link : hitp://www.indospark.co.in/#/app/home

Choose an operation

0 Home

W

/7 Anchor Design
Design Resistance /
Chemical Consumphon

4% Concrete Cutting

o Product Catalogue

I AboutICFS

INDO CONSTRUCTION FASTENING SYSTEMS

ICFS ANCHOR DESIGN

Anchor Design Common Parameters o Lo

Product
RebarStud
Rebar'Stud Diameter
Hole Diameter
Depth

Design Resistance
Recommended Load

Per hole Chamical Volums

Anchor/Rebar Designer

INDO SPARK CONSTRUCTION SERVICES

This app helps you select ICFS chemical anchor, capture and calculate your concrete services provide by ICFS

Features

Anchor Design ; Selection of ICFS chemical anchor, volume fquantity of ICFS chemical carlridges required. You can select the desired configuration, loads and
concrete dimensions for fixing the anchor (s). Based on these inputs, the app suggests size of the ICFS chemical anchor, required depth of hole in concrete,
volume of ICFS chemical required and quantity of ICFS chemical anchor required and quantity of ICFS chemical anchor suggested are based on design load,
spacing and edge distance factors.

Design Resistance/Chemical Consumption : Selection of ICFS chemical anchors in special cases involving non-lead bearing layers. You can further refine
selection of ICFS chemical anchors suggested in Anchor design above if Non-load bearing layers are involved while fixing.

Concrete Cutting : ICFS Concrete cutting area/volume Calculator. You can select types of structures and their dimensions to calculate concrete cutting area
and volume ,

Information from all above can be exported in PDF format. Use this to

licate your requi iis lo ICFS. ICFS will get back to you with a quote as soon as possible.

’ ad o h
@& App Store
Apple. app store are the logo are rademarks of Apple. Inc.

Android Google Play and the google play logo are trademarks of Google Inc,

ﬂ 198, E ward, Tararani
Kolhapur - 41
Toll Free : 1800 12

ICFS ANCHOR LENGTH/D

ngat the ¢ . F i i : Pure Epoxy [ £8 400 PE |
Resultant Applied Loads l s b SHtud 5.8 Grade Studding
Tensile Load 21.00 kN (2.14 ton) : T AYERICL Rt 1.0
i 1] Hole Deamatsr 12 mm
Shear Load 1414 kN (1.44 ton)
Manimiim Anchar Langin 129 mm
L)
‘ Aggregate Nut, Washer and 17 mm
Hendt Haigjht
1
Layer 1 10 mm
Layer 2 10:mm
- Layer 3 12 mm
Goncrete Depth &0 mm

Design Fesismn

o 18.9 ki (193 1om)
Recommantad Load 12.5 &M (1.38 ton)
Samar g Lawpors

Per Hale 831 ml

Vinylesier Styrane frée res 0 VESF | 12 B Cocsote Ticn
5.8 Grade Studding o
12 mm

14 mm

120 mm

29.2 kN (2.98 ton)

CONCRETE SERVICES DATA SHEET

20.8 kN (212 ton)

12.25mi Agareiate

Numbar of hioles in 350(ml} ICFS Chemical 26.13 Area 009 m
Ghamical Cartndges required for this design (1 hole| 1 Volume 027 m‘:'
Anchor-Specific Parameters Anchor 1 Weight B75 kg

Spacing Factor 1.00
ol [VR=1v]

Edpe Distance Tenslle Fac
Area
Edge Distance Shear Factor 0.72
Design Resislance (Tenslle}  23.36 kN (2.38 ton)

Design Resislance (Shear) 21.02 kN {2.14 ton)

Waight

www.indospark.com

Volume

ICFS Baam Cut 1

2
009 m
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Our Clientele

2= 'rf\lz\ 7 GUDEL

STEEL DOWNSTREAM @odrns & Boyes Mrg. Co. Ltd

PRODUCTS LIMITED GUDEL India Pvt,Ltd.

.
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Shapoorji Pallonji

P E

ArcelorMittal k’rloskar ===
Oil Engines WALCHANDNAGAR
e A
SAROJ GROUP Q
"'/ OF COMPANIES @ LARSEN & TOUBRO
PUNE METRO

Online Presences

amazon Flipkart g & snapdeal
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INDD CONSTRUCTION FASTENING SYSTEMS
www.indospark.com
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CONSTRUCTION RECORDS
Fastening System Awards Winner 2015

We Are Proud To To Announce Ourselves As All India Distrubutor For _
Construction FaStening System (UK) INDO CONSTRUCTION FASTENING SYSTE

= Anchor Fasteners
= PU Foam

INDO SPARK CONSTRUCTION SERVICES
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« 2t I & CORPORATE OFFICE

RATED =  ATED 3 3
a0 G i | | 198, E ward, Tararani Chowk,
oM =z = Near Geeta Mandir,

Kolhapur - 416 003 (Mah.India)
Toll Free : 1800 123 500 023
E-mail : mail@indospark.com

BRANCHES
Pune | Mumbai
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FOLLOW | LIKE | SUBSCRIBE

www.indospark.com
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